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 was established in the year 1976 in Dubai by directors Mr. K. V. Thomas, Mr. V. T. John 

and Mr. P. Srinivas. The vision and work ethic etched out over the years with the foresight to diversify

into new disciplines at the right times have seen the activities of the group grow to become the 

multi-faceted and diversified entity it is today. With a strong history and credibility, Thomsun over 

the years has business interests in various core industries in the Gulf and Indian subcontinent.

Steered by visionary professionals and powered by the intelligent use of technology, the Thomsun group, a 

3000 strong work force, has marked many entrepreneurial built on strong fundamentals, the Thomsun Group 

has emerged as a market leader in the sectors it functions in through its focused approach, strong market 

intelligence, attention to details, sound deployment of modern technology and a commitment to quality.

• Electromechanical

• Professional & Consumer Electronics

I n t roduc t ion
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• Audio visual & consulting

• Music Education

• Printing & Packaging

• Pre-Press & Digital Printing

• Display Solution

• Logistics & Distribution

• Food Processing & Supplies

• Supermarket & Bakeries

• Furniture

• Lighting

• Sea food Processing & Trading

• Meat & Vegetable Processing & Trading
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CONSTRUCTION FEATURES:
•  Made with Mild steel. [cold rolled  coils – CRC]

•  Finish: Electro galvanized / Hot dip galvanized / Stainless steel / Copper plated / Epoxy coated

•  SS – 304 / 316  can be manufactured on request.

TECHNICAL SPECIFICATION:
•  Maximum Temperature should be 650°F (343°C)

•  Electro galvanized as per ASTM B 633 Standards

•  Conforms to Federal Specification WW-H-171E & A-A-1192A, Type 1 and Manufacturers            

     Standardization Society ANSI/MSS SP-69 & SP-58, Type 1

APPLICATIONS:
•  Recommended for the suspension of non-insulated pipe or insulated pipe with a B3151 shield.

•  Pipe will not ‘pinch’ when installing.

•  15° swing in either direction allows pipe to easily feed through.

•  Engineered design aligns bolt holes for quicker overhead installation.

CLEVIS HANGER
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Product 
code

Pipe Size 
Inches

Dimensions (mm)
Max Load KgsRode Hole 

Size Bolt Size H D

TMCH22 1/2” 10 M8 x 60 70 22 2710
TMCH28 3/4” 10 M8 x 68 76 28 2710
TMCH35 1” 10 M8 x 78 82 35 2710
TMCH42 1.1/4” 10 M8 x 82 92 42 2710
TMCH48 1.1/2” 10 M8 x 88 100 48 2710
TMCH60 2” 10 M10x110 117 60 2710
TMCH73 2.1/2” 10 M10x125 146 73 5020
TMCH89 3” 10 M10x140 155 89 5020

TMCH105 3.1/2” 10 M10x155 173 105 5020
TMCH115 4” 10 M10x170 198 115 6360
TMCH140 5” 12 M12x195 232 140 6360
TMCH168 6” 12 M12x225 266 168 8630
 TMCH219 8” 12 M12x275 338 219 8890
TMCH273 10” 16 M16x360 419 273 16010
TMCH323 12” 20 M20x420 490 323 16900
TMCH355 14” 20 M20x455 556 355 18680
TMCH406 16” 24 M24x510 610 406 20460
TMCH457 18” 24 M24x555 675 457 21350
TMCH508 20” 30 M24x610 715 508 21350
TMCH610 24” 30 M24x710 850 610 21350
TMCH755 30” 30 M24x890 995 755 26690

 

UL Listed for sizes 1” to 6”
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CLEVIS HANGER WITH LINING

PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316)
• Designed to meet  MSS - SP 58 Type - 1
• Designed for chilled water pipe work and fire fighting systems.
• EPDM Lining rubber for sound reduction. Heat Resistance more than 120° Centigrade
• Design permits vertical adjustment of pipe after installation.
• Hanger load nut above Clevis must be tightened securely to ensure proper hanger performance. 
• With highly elastic vibration control lining
• Vibration and Sound control tested 
• Electro galvanized as per ASTM B 633 Standards

Product 
code

Pipe Size 
Inches

Max Load 
Kgs

Dimensions (mm)
Upper 
Steel

Lower 
Steel

Rode 
Hole Size Bolt Size H D

TMCH22 1/2” 275 3 x 25 3 x 25 10 M8 x 60 73 22

TMCH28 3/4” 275 3 x 25 3 x 25 10 M8 x 68 79 28

TMCH35 1” 275 3 x 25 3 x 25 10 M8 x 78 85 35

TMCH42 1.1/4” 275 3 x 25 3 x 25 10 M8 x 82 95 42

TMCH48 1.1/2” 275 3 x 25 3 x 25 10 M8 x 88 103 48

TMCH60 2” 275 3 x 25 3 x 25 10 M10 x 110 120 60

TMCH73 2.1/2” 525 4 x 25 4 x 25 10 M10 x 125 149 73

TMCH89 3” 525 4 x 25 4 x 25 10 M10 x 140 158 89

TMCH105 3.1/2” 525 4 x 25 4 x 25 10 M10 x 155 176 105

TMCH115 4” 650 6 x 32 6 x 32 10 M10 x 170 201 115

TMCH140 5” 650 6 x 32 6 x 32 12 M12 x 195 235 140

TMCH168 6” 875 6 x 32 6 x 32 12 M12 x 225 269 168

TMCH 219 8” 900 6 x40 5 x40 12 M12 x 275 341 219

TMCH273 10” 1600 6 x40 6 x40 16 M16 x 360 422 273

Sizes above 10” are made as per client’s request  
Measurements are subject to 5% tolerance 
The sizes of the Clevis Hangers can be modified to be used with Rubber Support Inserts.
Custom made Clevis Hanger also available.
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CONSTRUCTION FEATURES:
•  Made with Mild steel. [cold rolled  coils – CRC]
•  Finish: Electro galvanized / Hot dip galvanized / Stainless steel / Copper plated / Epoxy coated
•  SS – 304 / 316  can be manufactured on request.

TECHNICAL SPECIFICATION:
•  Maximum Temperature should be 650°F (343°C)
•  Electro galvanized as per ASTM B 633 Standards
•  Complies with Federal Specification Type 10 MSS-SP-58 & Manufacturers Standardization Society

•  It has a vertical adjustment of 5/8” inches to 2” inches by means of a suspended steel rod 

     threaded and two nuts 

APPLICATIONS:
•  This hanger is formed in one piece giving a double thickness of stock at the point which carries the load.  

•  The lower nut adjust the pipe line to the proper pitch and the top nut when locked onto position prevents
     loosening due to vibration.

SPRINKLER HANGER

Product 
Code Size (Inches) Diameter 

(mm) 
(A) Rod size 

(mm)
Total (H) 

Height (mm)
Safe Working 

Load (Kg)
TMSH28 3/4" 28 10 61 200
TMSH35 1" 35 10 68 200
TMSH42 1 1/4" 42 10 75 200
TMSH48 1 1/2" 48 10 81 200
TMSH60 2" 60 10 100 200
TMSH73 2 1/2" 73 10 120 450
TMSH89 3" 89 10 135 450

TMSH105 3 1/2" 105 10 150 450
TMSH115 4" 115 10 165 500
TMSH140 5" 140 12 195 550
TMSH168 6" 168 12 230 700
TMSH219 8" 219 12 290 700
TMSH273 10" 273 12 315 700

  Measurements are subject to 5% tolerance.

UL Listed for sizes 1” to 6”
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CONSTRUCTION FEATURES:
•  Made with Mild steel (Cold Rolled & Hot Rolled steel) 

•  EPDM Lining rubber for sound reduction. Heat Resistance more then 120° Centigrade

•  Finish: Electro galvanized / Hot dip galvanized / Stainless steel / Copper plated / Epoxy coated

•  SS 304 / SS 316 can be manufacture on request

TECHNICAL SPECIFICATION:
•  Electro galvanized as per ASTM B 633 Standards 

•  It has a vertical adjustment of 5/8” inches to 12” inches by means of a suspended steel rod  

     threaded and two nuts 

APPLICATIONS:
•  Hangers and supports used in fire protection piping systems shall be listed and labeled by 

     Underwriters Laboratories Inc (USA).  

•  For use in supporting horizontal piping away from the wall or floor. 

•  Permits installation before or after pipe is in place.

•  Provides economical installation.

•  Permits use of universally adaptable parts.

SPLIT CLAMP WITH EPDM LINING 
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SPECIFICATION TABLE:

Product 
Code

Size 
Inches D (mm) Range 

(mm)
Dimensions Break 

Load
(Kg)

Safe Load
(Kg)

A B C D
TMSC15 3/8” 15 15-19 60 20 26 36 450 150
TMSC22 1/2” 22 20-25 65 20 29 43 450 150
TMSC28 3/4” 28 26-30 70 20 32 50 450 150
TMSC35 1” 35 32-36 85 20 36 56 450 150
TMSC42 1.1/4” 42 38-43 92 20 39 63 450 150
TMSC48 1.1/2” 48 47-51 98 20 42 72 450 150
TMSC54 - 54 53-58 104 20 45 75 450 150
TMSC60 2” 60 60-64 110 20 48 81 450 150
TMSC63 - 63 63-66 115 20 51 88 450 150
TMSC70 - 70 68-72 120 20 53 91 450 150
TMSC75 2.1/2” 75 74-80 125 20 56 96 600 200
TMSC83 - 83 81-86 139 20 60 108 600 200
TMSC90 3” 90 87-92 146 20 63 111 600 200
TMSC100 3.1/2” 100 99-105 156 20 68 121 600 200
TMSC110 - 110 107-112 166 20 73 131 600 200
TMSC115 4” 115 113-118 171 20 76 136 600 200
TMSC125 - 125 125-130 181 20 81 146 600 200
TMSC133 - 133 131-137 184 20 85 154 600 200
TMSC140 5” 140 138-142 196 20 88 161 600 200
TMSC150 - 150 148-153 206 20 93 171 600 200
TMSC160 - 160 159-166 216 25 98 181 600 200
TMSC168 6” 168 168-172 224 25 102 189 600 200
TMSC200 - 200 200-212 256 25 118 221 900 300
TMSC220 8” 220 215-220 276 25 128 241 900 300
TMSC250 - 250 248-252 306 25 143 271 900 300
TMSC275 10” 275 269-274 306 25 143 271 900 300
TMSC315 - 315 313-318 371 25 176 336 900 300

PRODUCT TECHNICAL DESCRIPTION:
•  Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316)
•  Horizontal, vertical and suspended installations. Steel, copper and PVC pipes 
•  Welded Nut M8/M10 with option of M10/M12 
•  Connection thread with M8/M10 dual-tapped boss
•  Safe and Break Loads as per Chart 
•  Side Screw: 6 x 20 – Phillip head with vicer 
•  M6 Side Nuts can be provided on request  
•  High rigidity due to reinforcing rib 
•  The two locking screws allow adjustment to accommodate a greater variation in pipe diameter 
•  Fastener screws with captive washer 
•  With highly elastic vibration control lining 
•  Vibration control tested 
•  Electro galvanized as per ASTM B 633 Standards
•  EPDM Lining rubber for sound reduction. Heat Resistance more then 120° Centigrade
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PLAIN SPLIT CLAMP

                            
SPECIFICATION TABLE:

Product 
Code

Size 
Inches D (mm) Range 

(mm)
Dimensions

Break 
Load
(Kg)

Safe Load
(Kg)

A B C D
TMPSC15 3/8” 15 15-19 59 20 23 30 600 200

TMPSC22 1/2” 22 20-25 66 20 26 37 600 200
TMPSC28 3/4” 28 26-30 72 20 29 43 600 200
TMPSC35 1” 35 32-36 79 20 33 50 600 200
TMPSC42 1.1/4” 42 38-43 86 20 36 57 600 200
TMPSC48 1.1/2” 48 47-51 92 20 39 63 600 200
TMPSC54 - 54 53-58 98 20 42 69 600 200
TMPSC60 2” 60 60-64 104 20 45 75 600 200
TMPSC63 - 63 63-66 108 20 47 72 600 200
TMPSC70 - 70 68-72 114 20 50 85 600 200
TMPSC75 2.1/2” 75 74-80 119 20 53 90 600 200
TMPSC83 - 83 81-86 127 20 57 98 600 200
TMPSC90 3” 90 87-92 134 20 60 105 600 200
TMPSC100 3.1/2” 100 99-105 144 20 65 115 600 200
TMPSC110 - 110 107-112 164 20 70 125 600 200
TMPSC115 4” 115 113-118 159 20 73 130 600 200
TMPSC125 - 125 125-130 169 20 78 140 600 200
TMPSC133 - 133 131-137 177 20 82 148 600 200
TMPSC140 5” 140 138-142 184 20 85 155 900 300
TMPSC150 - 150 148-153 194 20 90 165 900 300
TMPSC160 - 160 159-166 204 25 95 175 900 300
TMPSC168 6” 168 168-172 212 25 99 183 900 300
TMPSC200 - 200 200-212 244 25 115 215 900 300
TMPSC220 8” 220 215-220 264 25 125 235 900 300
TMSC250 - 250 248-252 306 25 143 271 900 300
TMSC275 10” 275 269-274 306 25 143 271 900 300
TMSC315 - 315 313-318 371 25 176 336 900 300

 
        Measurements are subject to 5% tolerance
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PRODUCT TECHNICAL DESCRIPTION:
•  Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316) 
•  Horizontal, vertical and suspended installations. Steel, copper and PVC pipes
•  Welded Nut M8/M10 with option of M10/M12
•  High - Strength round welded connecting nuts  
•  Safe and Break Loads as per Chart 
•  Side Screw: 6 x 20 – Phillip head with vicer 
•  M6 Side Nuts can be provided on request  
•  The two locking screws allow adjustment to accommodate a greater variation in pipe diameter 
•  Fastener screws with captive washer 
•  Can be used as a pipe anchor point
•  Suitable for installations without vibration control requirements 
•  Electro galvanized as per ASTM B 633 Standards ( Hot dip galvanized if required )
•  Finish: Electro galvanized / Hot dip galvanized / Stainless steel / Copper plated / Epoxy coated
 

MODEL SELECTION OF PLAIN HANGERS FOR DIFFERENT TYPES OF PIPES:

Product code
Steel (SCH 40)

UPVC / PE ABS
Inch mm

TMPSC22 1/2” 22 20 DN15 (21.4)
TMPSC28 3/4” 28 25 DN20 (26.8)

TMPSC35 1” 35 32,38 DN25 (33.6)
TMPSC42 1.1/4” 42 40,43 DN32 (42.3)
TMPSC48 1.1/2” 48 45 DN40 (48.3)
TMPSC54 - - 54 -
TMPSC60 2” 60 60 DN50 (60.4)
TMPSC70 - - 70 -
TMPSC75 2.1/2” 75 75 DN65 (75.4)
TMPSC83 - - 83 -
TMPSC90 3” 90 90 -
TMPSC102 - - 102 DN80 (88.9)
TMPSC110 - - 110 -
TMPSC115 4” 115 115 DN100 (114.3)
TMPSC125 - - 125 -
TMPSC135 - - 135 -
TMPSC140 5” 140 140 DN125 (21.4)
TMPSC152 - - 152 -
TMPSC160 - - 160 -
TMPSC168 6” 168 - DN150 (168.3)
TMPSC200 - - 200 -
TMPSC219 8” 219 220,225 DN200 (225.0)
TMPSC250 - - 250 DN225 (250.4)
TMPSC315 - - - DN300 (315.5)
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TWO PIECE CHANNEL CLIP

Product 
Code Pipe Size

TMCC01 8cu
TMCC02 10cu
TMCC03 15cu
TMCC04 17cu
TMCC05 20cu
TMCC06 15nb
TMCC07 25cu
TMCC08 20nb
TMCC09 29ns
TMCC10 32cu
TMCC11 25nb
TMCC12 40cu
TMCC13 32nb
TMCC14 40nb
TMCC15 50cu
TMCC16 54ns
TMCC17 57ns
TMCC18 50nb
TMCC19 65cu
TMCC20 67ns
TMCC21 70ns
TMCC22 65nb/sched40
TMCC23 65nb/80cu
TMCC25 83ns
TMCC26 86ns
TMCC27 80nb
TMCC28 92ns
TMCC29 95ns

CONSTRUCTION FEATURES
Made with Mild steel (Cold Rolled & Hot Rolled 
steel) or Stainless steel (SS 304/SS 316).
Used for parallel piping mounted on channels.
Quick installation design.

TECHNICAL DATA
Electro galvanized as per ASTM B 633 Standards.
Hot dipped galvanized and polyester powder
coated can be provided on request. 

Product 
Code Pipe Size

TMCC30 98ns
TMCC31 102cu
TMCC32 105ns
TMCC33 108ns
TMCC34 110ns
TMCC35 100nb
TMCC36 117ns
TMCC37 121ns
TMCC38 125cu
TMCC39 133ns
TMCC40 125nb
TMCC41 146ns
TMCC42 152cu
TMCC43 159ns
TMCC44 150nb
TMCC45 50/nb/sched40
TMCC46 171ns
TMCC47 178ns
TMCC48 190ns
TMCC49 200cu
TMCC50 200nb
TMCC51 228ns
TMCC52 240ns
TMCC53 252cu
TMCC54 268ns
TMCC55 250nb
TMCC56 300cu
TMCC57 300nb

* Due to continuous improvement, product specifications are subject to change without prior notice.
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U STRAP HANGER

                   
PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316) 

• Used to mount plain or insulated pipes.

• Can be used with Rubber Support Inserts.

• Electro galvanized as per ASTM B 633 Standards

Product 
Code Size (inches) Diameter 

(mm) A (mm) B (mm) Bolt Size

TMUSH22 1/2" 22 76 51 M8
TMUSH28 3/4" 28 82 57 M8
TMUSH35 1" 35 89 64 M8
TMUSH42 1 1/4" 42 96 71 M8
TMUSH48 1 1/2" 48 102 77 M8

TMUSH54 - 54 108 83 M8
TMUSH60 2" 60 114 89 M8
TMUSH67 - 67 121 96 M8

TMUSH75 2 1/2" 75 145 113 M8
TMUSH82 - 82 152 120 M8
TMUSH90 3" 90 160 128 M8

TMUSH100 3 1/2" 100 170 138 M8
TMUSH108 - 108 178 146 M8
TMUSH115 4" 115 185 153 M8
TMUSH126 - 126 196 164 M10
TMUSH140 5" 140 210 178 M10
TMUSH148 - 148 218 186 M10
TMUSH155 - 155 225 193 M10
TMUSH167 6" 167 237 205 M10

TMUSH179 - 179 249 217 M10
TMUSH190 - 190 260 228 M10
TMUSH205 - 205 275 243 M10
TMUSH219 8" 219 289 257 M10
TMUSH230 - 230 300 268 M10
TMUSH241 - 241 332 291 M12

TMUSH263 - 263 354 313 M12

TMUSH273 10" 273 364 323 M18

TMUSH295 - 295 386 345 M18

Measurements are subject to 5% tolerance 
Other Sizes available on request                 

U Strap Hangers can be custom made to be used as an pipe anchor 
with  rubber  support inserts.
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U STRAP HANGER WITH LINING

PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316)

• Galvanized u strap clamp with EPDM Lining. (EPDM rubber for sound reduction)

• Used to mount plain or insulated pipes.

• Can be used with Rubber Support Inserts.

• With highly elastic vibration control lining

• Vibration and Sound control tested

• Electro galvanized as per ASTM B 633 Standards

Product code Pipe Size 
Inches

Dimensions (mm) Max Load 
KgsD A B Bolt Size

TMUSHL22 1/2” 22 79 54 M8 550
TMUSHL28 3/4” 28 85 60 M8 550
TMUSHL35 1” 35 92 67 M8 550
TMUSHL42 1.1/4” 42 99 74 M8 550
TMUSHL48 1.1/2” 48 105 80 M8 650
TMUSHL54 54 111 86 M8 650
TMUSHL60 2” 60 117 92 M8 650
TMUSHL67 67 124 99 M8 650
TMUSHL75 2.1/2” 75 148 116 M8 650
TMUSHL82 82 155 123 M8 650
TMUSHL90 3” 90 163 131 M8 650

TMUSHL100 3.1/2” 100 173 141 M8 650
TMUSHL108 108 181 149 M8 650
TMUSHL115 4” 115 188 156 M8 650
TMUSHL126 126 199 167 M10 650
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Product code Pipe Size 
Inches

Dimensions (mm) Max Load 
KgsD A B Bolt Size

TMUSHL140 5” 140 213 181 M10 650
TMUSHL148 148 221 189 M10 650
TMUSHL155 155 228 196 M10 650
TMUSHL168 6” 168 240 208 M10 650
TMUSHL179 179 252 220 M10 650
TMUSHL190 190 263 231 M10 900
TMUSHL205 205 276 246 M10 900

 TMUSHL 219 8” 219 292 260 M10 900
TMUSHL230 230 303 271 M10  900
TMUSHL241 241 335 294 M12 1350
TMUSHL263 263 357 316 M12 1350
TMUSHL273 10” 273 367 326 M18 1350
TMUSHL295 295 389 348 M18 1350
TMUSHL323 12” 323 417 376 M18 1350
TMUSHL356 14” 356 450 409 M18 1900
TMUSHL374 374 588 427 M18 1900
TMUSHL406 16” 406 550 459 M18 1900
TMUSHL432 432 526 485 M18 1900
TMUSHL456 18” 456 550 509 M18 1900
TMUSHL482 482 576 535 M18 1900
TMUSHL508 20” 508 602 561 M18 1900
TMUSHL533 533 627 586 M18 1900
TMUSHL559 559 653 612 M18 1900
TMUSHL583 583 677 636 M18 1900
TMUSHL610 24” 610 704 663 M18 1900
TMUSHL658 658 769 721 M18 2400
TMUSHL690 690 801 753 M18 2400
TMUSHL760 760 871 823 M18 2400
TMUSHL863 863 974 926 M18 2400
TMUSHL918 918 1029 981 M18 2400
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ROLLER STAND

  
Product 

Code
Size 

(inches)
Dimensions (mm)

H M W L P Q R Bolts
TMRS01 2" 93 120 150 135 50 115 100 16

TMRS02 2 1/2" 100 120 150 135 50 115 100 16
TMRS03 3" 108 120 150 135 50 115 100 16

TMRS04 3 1/2" 115 120 150 135 50 115 100 16
TMRS05 4" 120 160 150 135 50 115 100 16
TMRS06 5" 136 160 150 135 50 115 100 16
TMRS07 6" 152 160 150 135 50 115 100 16
TMRS08 8" 213 235 215 165 80 160 110 20
TMRS09 10" 242 235 215 165 80 160 110 20
TMRS10 12" 283 300 275 200 92 220 145 20
TMRS11 14" 302 300 275 200 92 220 145 20
TMRS12 16" 340 340 310 215 100 245 150 24
TMRS13 18" 368 340 310 215 100 245 150 24
TMRS14 20" 396 340 310 215 100 245 150 24
TMRS15 22" 425 390 340 240 110 265 165 24
TMRS16 24" 455 390 340 240 110 265 165 24
TMRS17 26" 480 410 430 270 118 345 185 28
TMRS18 28" 510 410 430 270 118 345 185 28
TMRS19 30" 545 470 430 270 118 345 185 28
TMRS20 36" 635 540 500 300 125 415 215 28

Measurements are subject to 5% tolerance
* Due to continuous improvement, product specifications are subject to change without prior notice.

CONSTRUCTION FEATURES
Carbon Steel Base, with Cast Iron Roller  
Hot Dipped Galvanized  
Carbon Steel Threaded Rods  
Hexagonal Nuts

TECHNICAL DATA
For support of pipe where axial movements are required.

DESIGNED TO MEET MSS SP-58, MSS SP-69
TYPE 44 & BS 3974:PART 1 (1974)
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RUBBER SUPPORT INSERTS

Product 
Code

Nominal Pipe Sizes Schedule 
40 Steel 
Pipe OD 

(mm)

Part numbers for Rubber Support Inserts

Inches mm 1/2"
(13mm)

3/4" 
(19mm)

1" 
(25mm)

1 1/4" 
(32mm)

1 1/2" 
(38mm)

2" 
(50mm)

2 1/2" 
(65mm)

3" 
(75mm)

TMRSI15 1/2" 15 21.3 RSI13-01 RSI19-01 RSI25 -01 RSI32-01 RSI38-01 RSI50-01 RSI65-01 RSI75-01

TMRSI20 3/4" 20 26.7 RSI13-02 RSI19-02 RSI25 -02 RSI32-02 RSI38-02 RSI50-02 RSI65-02 RSI75-02

TMRSI25 1" 25 33.4 RSI13-03 RSI19-03 RSI25 -03 RSI32-03 RSI38-03 RSI50-03 RSI65-03 RSI75-03

TMRSI32 1 1/4" 32 42.1 RSI13-04 RSI19-04 RSI25 -04 RSI32-04 RSI38-04 RSI50-04 RSI65-04 RSI75-04

TMRSI40 1 1/2" 40 48.2 RSI13-05 RSI19-05 RSI25 -05 RSI32-05 RSI38-05 RSI50-05 RSI65-05 RSI75-05

TMRSI50 2" 50 60.3 RSI13-06 RSI19-06 RSI25 -06 RSI32-06 RSI38-06 RSI50-06 RSI65-06 RSI75-06

TMRSI65 2 1/2" 65 73 RSI13-07 RSI19-07 RSI25 -07 RSI32-07 RSI38-07 RSI50-07 RSI65-07 RSI75-07

TMRSI80 3" 80 88.9 RSI13-08 RSI19-08 RSI25 -08 RSI32-08 RSI38-08 RSI50-08 RSI65-08 RSI75-08

TMRSI90 3 1/2" 90 101.6 RSI13-09 RSI19-09 RSI25 -09 RSI32-09 RSI38-09 RSI50-09 RSI65-09 RSI75-09

TMRSI100 4" 100 114.3 RSI13-10 RSI19-10 RSI25 -10 RSI32-10 RSI38-10 RSI50-10 RSI65-10 RSI75-10

TMRSI125 5" 125 141.3 RSI13-11 RSI19-11 RSI25 -11 RSI32-11 RSI38-11 RSI50-11 RSI65-11 RSI75-11

TMRSI150 6" 150 168.3 RSI13-12 RSI19-12 RSI25 -12 RSI32-12 RSI38-12 RSI50-12 RSI65-12 RSI75-12

TMRSI200 8" 200 219.1 RSI13-13 RSI19-13 RSI25 -13 RSI32-13 RSI38-13 RSI50-13 RSI65-13 RSI75-13

TMRSI250 10" 250 273 RSI13-14 RSI19-14 RSI25 -14 RSI32-14 RSI38-14 RSI50-14 RSI65-14 RSI75-14

TMRSI300 12" 300 323 RSI13-15 RSI19-15 RSI25 -15 RSI32-15 RSI38-15 RSI50-15 RSI65-15 RSI75-15

TMRSI350 14" 350 355.6 RSI13-16 RSI19-16 RSI25 -16 RSI32-16 RSI38-16 RSI50-16 RSI65-16 RSI75-16

TMRSI400 16" 400 406.4 RSI13-17 RSI19-17 RSI25 -17 RSI32-17 RSI38-17 RSI50-17 RSI65-17 RSI75-17

TMRSI450 18" 450 457.2 RSI13-18 RSI19-18 RSI25 -18 RSI32-18 RSI38-18 RSI50-18 RSI65-18 RSI75-18

TMRSI500 20" 500 508 RSI13-19 RSI19-19 RSI25 -19 RSI32-19 RSI38-19 RSI50-19 RSI65-19 RSI75-19

TMRSI600 24" 600 609.6 RSI13-20 RSI19-20 RSI25 -20 RSI32-20 RSI38-20 RSI50-20 RSI65-20 RSI75-20

Measurements are subject to 5% tolerance 
* Due to continuous improvement, product specifications are subject to change without prior notice.

CONSTRUCTION FEATURES
Very high load bearing capacity.
Dimensionally accurate as each piece is moulded.
Tongue and Groove design for small sizes.
Unique DOVETAIL lock for higher sizes.
Excellent resistance to Deterioration / Distortion.
Available with steel reinforcements for higher sizes.

TECHNICAL DATA
Density    400 kg/m3
Thermal Conductivity   16w/m0C
Temperature Range    20 C to 110 C
Self extinguishing rubber Inserts also available on request

MEET BS-3974-1 : 1974

APPLICATION
Used at the supporting points of insulated pipes to prevent crushing of insulation. 
Inherently superior to wood

STANDARD WIDTHS
1/2” to 2” - 25mm
2” to 5” -38mm
6” and above - 50mm
Non standard widths also available
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RISER HANGER WITH LINING

PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316)

• Designed to act as a Rigid Support or Guide for Vertical Pipes

• Suitable for use with all types of pipes.

• Designed to meet MSS-SP58 - 2002 - Type 8

• With highly elastic vibration control lining

• Vibration and Sound control tested

• Electro galvanized as per ASTM B 633 Standards

Product Code Pipe Size 
(inches) Length  (A) Bolt Size Max Lord (kg)

TMRHL20 1/2" 200 M10 80

TMRHL25 3/4" 210 M10 90

TMRHL32 1" 230 M10 100

TMRHL40 1 1/4" 260 M10 120

TMRHL50 1 1/2" 260 M10 120

TMRHL63 2" 260 M10 150

TMRHL75 2 1/2" 290 M12 200

TMRHL90 3" 290 M12 250

TMRHL100 3 1/2" 330 M12 350

TMRHL110 4" 330 M12 350

TMRHL125 5" 350 M16 550

TMRHL160 6" 380 M16 700

TMRHL200 8" 470 M16 900

Measurements are subject to 5% tolerance 
Other Sizes available on request



21

RISER HANGER

PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316)

• Designed to act as a Rigid Support or Guide for Vertical Pipes 

• Suitable for use with all types of pipes. 

• Designed to meet MSS-SP58 - 2002 - Type 8 

• Electro galvanized as per ASTM B 633 Standards

Product Code Pipe Size 
(inches) Length  (A) Bolt Size Max Lord (kg)

TMRH20 1/2" 200 M10 80

TMRH25 3/4" 210 M10 90

TMRH32 1" 230 M10 100

TMRH40 1 1/4" 260 M10 120

TMRH50 1 1/2" 260 M10 120

TMRH63 2" 260 M10 150

TMRH75 2 1/2" 290 M12 200

TMRH90 3" 290 M12 250

TMRH100 3 1/2" 330 M12 350

TMRH110 4" 330 M12 350

TMRH125 5" 350 M16 550

TMRH160 6" 380 M16 700

TMRH200 8" 470 M16 900

Measurements are subject to 5% tolerance 
Other Sizes available on request
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U BOLT

                                               
PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316) 

• Electro galvanized as per ASTM B 633 Standards.

• Hot dipped galvanized can be provided on request.

• Supplied with two or four nuts.

• Special U Bolts with longer tangents and threads can be furnished on request

Product Code Size (inches)
Dimensions (mm)

A W L T
TMUB22 1/2" M10 21 65 50
TMUB28 3/4" M10 27 77 50
TMUB35 1" M10 34 85 50
TMUB42 1 1/4" M10 43 93 50
TMUB48 1 1/2" M10 48 100 50
TMUB60 2" M10 60 110 50
TMUB73 2 1/2" M12 76 127 50
TMUB89 3" M12 89 140 50

TMUB115 4" M12 115 165 50
TMUB140 5" M12 140 190 50
TMUB168 6" M12 168 220 50
TMUB219 8" M16 219 295 75
TMUB273 10" M20 273 370 100
TMUB323 12" M20 324 420 100
TMUB355 14" M20 356 455 100
TMUB406 16" M20 406 505 100
TMUB457 18" M24 457 555 100
TMUB508 20" M24 508 605 100
TMUB610 24" M24 610 710 100

Measurements are subject to 5% tolerance 
U Bolt Sizes can be modified to match with Rubber Support Inserts. 
Alternate rod sizes for different pipe sizes also available.
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LINED U BOLT

                                        
PRODUCT TECHNICAL DESCRIPTION:

• Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316) 

• EPDM Lining for suppression of sound and vibrations. 

• EPDM Lining rubber for sound reduction, Heat Resistance more than 120° Centigrade.

• Electro galvanized as per ASTM B 633 Standards.

• Hot dipped galvanized can be provided on request.

• Supplied with two or four nuts.

• Special U Bolts with longer tangents and threads can be furnished on request

Product Code Size (inches)
Dimensions (mm)

A W L T

TMUBL22 1/2" 10 21 65 50
TMUBL28 3/4" 10 27 77 50
TMUBL35 1" 10 34 85 50
TMUBL42 1 1/4" 10 43 93 50
TMUBL48 1 1/2" 10 48 100 50
TMUBL60 2" 10 60 110 50
TMUBL73 2 1/2" 12 76 127 50
TMUBL89 3" 12 89 140 50

TMUBL115 4" 12 115 165 50
TMUBL140 5" 12 140 190 50
TMUBL168 6" 12 168 220 50
TMUBL219 8" 16 219 295 75
TMUBL273 10" 20 273 370 100
TMUBL323 12" 20 324 420 100
TMUBL355 14" 20 356 455 100
TMUBL406 16" 20 406 505 100
TMUBL457 18" 24 457 555 100
TMUBL508 20" 24 508 605 100
TMUBL610 24" 24 610 710 100

Measurements are subject to 5% tolerance 
Alternate rod sizes for different pipe sizes also available.
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SPRING HANGER

Product
Rated 
Load 
(KG)

Deflection 
(mm)

FH* 
(mm)

M
(mm)

L 
(mm)

W
(mm)

H
(mm)

F
(mm)

Top 
Hole 
(mm)

TMSH01 10

25 80 55 60 52 104 10 10.5
TMSH02 15
TMSH03 20
TMSH04 30
TMSH05 40
TMSH06 60

25 96 78 87 65 138 12 12.5
TMSH07 100
TMSH08 160
TMSH09 200
TMSH10 250
TMSH11 300

25 115 95 100 85 157 16 16.5

TMSH12 400
TMSH13 500
TMSH14 600
TMSH15 800
TMSH16 1050
TMSH17 1250

All springs are designed as per BS 1726 Class B and outer Diameter is equal to at least 85% of working height.
Custom made Spring Hangers are also available with 50mm deflection springs.
* Due to continuous improvement, product specifications are subject to change without prior notice.

FEATURES 
Spring Hangers consist of free standing, laterally stable steel springs 
in series with a molded elastomeric element assembled into a stamped 
and welded hanger bracket. The hanger brackets and the springs 
are power coated. Spring vibration isolation hangers are designed to 
provide high efficiency isolation from structure-borne vibration and 
noise.

APPLICATIONS 
SPH product Hangers are used to isolate suspended sources of both noise and 
vibration. Suspended mechanical equipment such as air handling units, FCU’s 
cabinet fans, piping and ductwork in close proximity to rotating mechanical 
equipment are typical applications of product SPH Hangers.
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FIXING ACCESSORIES

THREADED RODS
Product No Size

TMTR01 6mm
TMTR02 8mm
TMTR03 10mm
TMTR04 12mm
TMTR05 16mm
TMTR06 18mm
TMTR07 20mm
TMTR08 22mm
TMTR09 24mm

HEX NUTS
Product No Size

TMHN01 6mm
TMHN02 8mm
TMHN03 10mm
TMHN04 12mm
TMHN05 16mm
TMHN06 18mm
TMHN07 20mm
TMHN08 22mm
TMHN09 24mm

FLAT WASHERS
Product No Size

TMFW01 6mm
TMFW02 8mm
TMFW03 10mm
TMFW04 12mm
TMFW05 16mm
TMFW06 18mm
TMFW07 20mm
TMFW08 22mm
TMFW09 24mm

EYE NUTS
Product No Size

TMEN01 6mm
TMEN02 8mm
TMEN03 10mm
TMEN04 12mm
TMEN05 16mm
TMEN06 18mm
TMEN07 20mm
TMEN08 22mm
TMEN09 24mm
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FASTENERS

BOLT
Bolts Specifications 
Size: M6 to M52 & 1/4” to 2”
Length: 16mm to 300mm & 5/8” to 12”
Standard: DIN931, DIN933
Grade: 4.8, 6.8, 8.8, 10.9 & ASTM A307, Gr2, Gr5 & Gr8

                       

NUTS
Nuts Specifications 
Size: M6 to M52 & 1/4” to 2” 
Standard:  DIN934 
Grade: 4, 6, 8,10 & Gr 2h 
Finish: Zinc Plated, Plain, Hot Dip Galv. & Yellow Zinc

            Hex Nuts                                 Square Nuts                  Hex Nuts Black Finish               Hex Nuts Zinc

  Shear Nut /Anti Theft Nut           Hex Jam Nut / Check Nut            Coupling Nut                   Nylon Lock Nut  
           /Wheel Nuts                             Flange Lock Nuts                      Wing Nut                          Weld Nut

Hex Bolts Zinc Plated

Eye Bolts 

M5 M10 Hex Head Bolts 
Zinc Plated

Stud Bolts                

Industrial Bolts Golden 
Zinc Plating

Carriage Bolts Zinc 

Foundation Bolts            

Hex Bolts Black Zinc
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FASTENERS

WASHERS
Plain / Flat Washers Specifications 
Size: M6 to M52 & 1/4” to 2” 
Standard: DIN125, DIN125 HV140, USS & SAE 
Finish: Zinc Plated, Plain, Hot Dip Galv. & Yellow Zinc 

Spring Washers Specifications
Size: M6 to M52 & 1/4” to 2” 
Standard: DIN127, DIN 7980 
Finish: Zinc Plated, Plain, Hot Dip Galv. & Yellow Zinc

      Flat Washers/                 Spring Lock Washers                Square Washers                      Dome Washers
     Plain Washers

           Lock Washers                           Tab Washers                      Collar Washers                     Structural     
              Hardened                                           Washers           

OTHER FASTENERS
Drop in Anchors Specifications 
Size: M6 & M16 
Length: As per specification 
Finish: Zinc Plated, Plain & Yellow Zinc 

Anchor Bolts ‘L’ Type Specifications 
Rolled Thread & Cut Thread 
Size: M10 to M52 & 3/8” to 2” 
Length: 300mm to 1200mm & 12” to 60” 
Grade: 4.8, 6.8, 8.8, 10.9 & ASTM A307, Gr 2, Gr5 & Gr8 
Finish: Zinc Plated, Plain, Hot Dip Galv. & Yellow Zinc 

                    

          Drop in Anchors                Anchor Bolt ‘L’ Type              Roofing Nut Bolt                    Rod Coupling Nut
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